
 

LFS Foot Switch  

Model and Description 

Middle size: 

L FS □□□

Model Foot Switch Design No.: 
  01: Black plastic 201: Gray plastic 2: Green metal 

  EKW-5A: Oyster grey metal LEKW-5A: Gray metal  

Large size: 

L FS □ □□ □ 

Model Foot Switch 3: With protecting cap Appearance: 1: 1NO+1NC 

  4: NO protecting cap 02: Large size 2: 2NO+2NC 

  5: With three sides cover   

Application and Feature 

LFS foot switch is applied to the 50HZ/60HZ,250VAC,220VDC control circuits, works as circuit switch, 

mechanical motion,etc.it is widely used in medical equipment,stamping equipment,welding equipment, textile 

equipment,printing equipment,handling equipment and automatic control,etc. 

Approved standards:GB14048.5, IEC60947-5-1 

Specification 

Contact resistance 50mΩ Max.

Insulation resistance 100mΩ Min., 500VDC test

Dielectric strength 2000VAC, 1 min.

Mechanical life 10×105

Electrical life 10×104

Ambient temperature -25℃~+55℃ with no icing

Relative humidity 45%~85%RH

Wiring 

 

Dimensions 

LFS-01 LFS-201  

   
LFS-2 EKW-5A  

   

LEKW-5A LFS-402/1   LFS-402/2  

    
LFS-302/1   LFS302/2 LFS-502/1   LFS-502/2  

    

LFS-602/2  

 

   

Operating characteristics 

Type Model Load 
Switch 

(built-in) 
Length(cable) 

Contact 

form 
OF max. 

Shell 

material 

Small size with 

fixed plate 
LFS-201 

10A 

250VAC 
1A 1B 0.7kgf 

LFS-01 
10A 

250VAC 

Default value 

1m, Cable is 

customizable 1A 1B 0.7kgf 

Plastic 

LFS-2 
10A 

250VAC 

V type 

micro switch

1A 1B 0.7kgf 

LEKW-5A 
10A 

250VAC 
1A 1B 3.2kgf 

Standard 

Rest type 

EKW-5A 
10A 

250VAC 

LX19-K 

Default value 

0.25m, Cable is 

customizable 

1A 1B 3.2kgf 

LFS-302 
15A 

250VAC 

LFS-402 
15A 

250VAC 

LFS-502 
15A 

250VAC 

LXW-511G2

With cable 

gland,without 

cable 

1A 1B 

2A 2B Large size with 

protecting cap 

LFS-602/2
15A 

250VAC 
KH-9011 - 2A 2B 

3.2kgf 

Zn-Al alloy
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