
XLDQ3NM Series Dual Power Automatic Transfer Switch
Model and Description

XLDS2-□/4-□100A XLDS2-□/4-□250A

XLDS2-□/4-□400A XLDS2-□/4-□630A XLDS2-□/4-□630A XLDS2-□/4-□1000A

Specification
Conventional thermal current Ith 100A 160A 250A 630A 1600A 2000A 2500A 3200A
Rated current In(A) 20 40 63 80 100 125 160 200 250 400 630 800 1000 1250 1600 2000 2500 3200
Rated insulation voltage Ui(V) 500 500 500 500 500 500 500 500 500 500 500 500 500 500 500 1000 1000 1000
Dielectric strength(V) 5000 5000 5000 5000 5000 5000 5000 5000 5000 5000 5000 10000 10000 10000 10000 10000 10000 10000
Rated surge- resisted voltage
Uimp kV 8 8 8 8 8 8 8 8 8 12 12 12 12 12 12 12 12 12

Rated working
current Ie(A)

400V
AC-31 20 40 63 80 100 125 160 200 250 400 630 800 1000 1250 1600 2000 2500 3200
AC-33 20 32 40 63 80 125 160 200 250 340 536 1250 1250 1250
AC-35 20 40 63 80 100 125 160 200 250 400 630 800 1000 1250 1600 2000 2000 2500

220V
DC-31 20 40 63 80 100 125 160 200 250 400 630 800 1000 1250 1600 / / /
DC-33 20 32 40 63 80 100 125 160 200 315 500 / / /
DC-35 20 40 63 80 100 125 160 200 250 400 500 800 1000 1250 1600 / / /

Rated short-time endurance
current Icw(kA Rms) 0.1s/1s 9/5 9/5 9/5 9/5 9/5 10/20 10/20 12/25 12/25 40/20 50/25 90/50 90/50 90/50 90/50 50 50 55

Rated conditional short circuit
current (A Rms) AC33 380V 160 320 500 640 800 1000 1280 1600 2000 3200 5000 6400 8000 10000 12800 16000 20000 25600

Rated connection current
(A Rms) AC33 380V 200 400 630 800 1000 1250 1600 2000 2500 4000 6300 8000 10000 12500 16000 20000 25000 32000

Transfer
time

Ⅰ-0-Ⅱ orⅡ-0-Ⅰ (s) 0.5 0.5 0.5 0.5 0.5 1 1 1.1 1.1 1.2 1.2 1.2 1.2 1.2 1.2 2.4 2.4 2.4
Ⅰ-0 orⅡ-0 (s) 0.3 0.3 0.3 0.3 0.3 0.6 0.6 0.7 0.7 0.8 0.8 0.8 0.8 0.8 0.8 1.6 1.6 1.6

Weight (kg)
3 poles 8.2 8.2 10.4 10.4 17.8 19 28 31 31 34
4 poles 4.2 4.3 4.4 4.5 4.5 8.7 8.7 11.3 11.3 20.2 22 32 36 36 40 95 98 135

Dimension, Installation and Wiring
XLDS2-100A XLDS2-160A~1600A XLDS2-2000A~3200A

Rated current(In) A A1 B B1 C E G H J K L N O P R S T U V W ΦX Y Y1 Y3

125A/160A
3 Poles 376 283.5 135 134 261 208 166 / 262.5 78/108 7 87 / 36 20 25 3.5 134 / 155 9 56 141 /
4 Poles 406 316 135 134 261 208 166 / 295 78/108 7 87 / 36 20 25 3.5 134 / 155 9 56 141 /

200A/250A
3 Poles 416 323.5 170 134 261 208 166 / 302.5 78/108 7 87 / 50 25 30 3.5 134 / 164 11 60 145 /
4 Poles 466 373.5 170 134 261 208 166 / 353 78/108 7 87 / 50 25 30 3.5 134 / 164 11 60 145 /

400A/630A
3 Poles 455 378.5 240 208 333 270 166 / 358.5 176 11 103.5 / 65 30 40 5 208 / 197 12 83 193 /
4 Poles 515 438.5 240 208 333 270 166 / 418.5 176 11 103.5 / 65 30 40 5 208 / 197 12 84 194 /

800A/1000A
/1250A

3 Poles 871.5 524 340 250 387 319.5 448 / 499 212 11 88 / 120 60 69 8 250 / 198.5 12.5 84 252 /
4 Poles 975.5 637.5 340 250 387 319.5 448 / 612.5 212 13 88 / 120 60 69 8 250 / 207 12.5 107 252 /

1600A
3 Poles 871.5 524 376 250 387 319.5 448 / 466 212 13 88 / 120 80 69 10 250 / 198.5 13 109 253.5 /
4 Poles 975.5 637.5 376 250 387 319.5 448 / 612.5 212 13 88 / 120 80 69 10 250 / 207 13 109 253.5 /

2000A / 1007 633 455 / 562 495 470 53 467 220 11 84.5 524 120 80 80 10 250 33 14
7

84 147
2500A / 1007 633 455 / 562 495 470 28 467 220 11 84.5 524 120 80 100 10 250 13 15

2
79 152

3200A / 1007 633 505 / 562 495 470 28 467 220 11 84.5 524 120 100 100 14 250 13 15
2

79 152
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